GENERAL ROOF PLAN NOTES:

1.

10.THRU-WALL BASE FLASHING HEIGHT:

CONTRACTOR SHALL REVIEW AND COORDINATE EXACT
CONDITIONS AND COMPONENTS RELATED TO THE WORK
DESCRIBED BY THESE DOCUMENTS. ALL WORK SHALL BE IN
ACCORDANCE WITH ACCEPTED MANUFACTURER'S PRINTED
INSTRUCTIONS AND NRCA STANDARDS.

DIMENSIONS, DETAILS, EQUIPMENT SIZE, AND LOCATION SHOWN
ON ROOF PLAN ARE FOR INFORMATION AND REFERENCE ONLY.
EXACT SIZE, LOCATION, TYPE OF MATERIAL, AND TYPEL OF
CONSTRUCTION, ARE THE RESPONGABILITY OF THE
CONTRACTOR TO CONFIRM AND CCOORDINATE,

REFER TO MANUFACTURER'S NOMENCLATURE
FOR TYPE CGF ROOF SYSTEM,

ALL PIPING /CONDUITS ETC. SHALL BE 107 MIN. ABOVE ROOF
SURFACE., PROVIDE PORTABLE PIPE HANGERS WITH
PROJECTION PADS. M.EP. CONTRACTOR SHALL PROVIDE
SUPPORT FOR NEW LINES.

PROVIDE 22 go. STAINLESS STEEL, 20 FINISH, TREATED WOOD
CURE AND BOX HOOD AT ALL GAS LINE AND WATER LIND
ROOF PENETRATIONS.  RE: MANUFACTURER'S DETAILS

ISOLATE ALL HEAT PIPES/FLUES AS RECOMMENDED
IN THE NRCA MANUAL FOR ISOLATED STACK FLASHING.

RE: M.E.P. FOR SIZE AND LOCATION OF NEW DECK
PENETRATIONS AND ROOF TOP UNIT/EQUIPMENT.

REFER TO GENERAL DETAILS FOR TYPICAL SPLASH PAN,
ROCF DRAIN, AND OVERFLOW DRAIN DETAILS.

CONTRACTOR SHALL ENSURE ALL ROOF TOP PENETRATIONS
(EQUIP., SOIL STACKS, ETC.) ARE INSTALLED 2'—-0" MIN. FROM
OTHER DECK PENETRATIONS, RISE WALLS, AND ROOF EDGE.

FROM FINISH DECK. DO NOT STEP THRU-WALL FLASHING
CLOSER THAN 50" FROM CORNERS. UNLESS OTHERWISE
NOTED., CONTRACTOR SHALL COORDINATE.

11.CONTRACTOR SHALL COORDINATE LOCATION OF ROOF HATCH

AND ACCESS LADDER.

12.CONTRACTOR SHALL EXAMINE AND ENSURE DRAIN LINES,

GUTTERS, AND DOWNSPOUTS ARE FREE OF DEBRIS AND

BLOCKAGE, FLUSH WiITH WATER TO ENSURE THAT DRAINS FLOW

FREELY, WHERE APPLICABLE.

13PROVIDE SPLASH BLOCKS AT ALL DOWNSPFOUT LOCATIONS,

14 RELOCATE ROQF TCOP UNIT — COORDINATE WITH ARCHITECT.

IXTEND CURB{S} AND ALL DUCT(S) AS REQUIRED.
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